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NOTES:
 1. VISIT OUR CATALOG ONLINE AT
WWW.PANDUIT.COM FOR A LIST OF
CURRENT PARTS APPLICABLE FOR
USE WITH THIS PRODUCT.
2. PARTS SUPPLIED:
   1 - SIDE DUCT ASSEMBLY
   1 - INLET DUCT
   2 - ADJUSTABLE BRACKETS
   1 - LEFT HAND SIDE BRACKET
   1 - RIGHT HAND SIDE BRACKET
   1 - LOWER BRACKET
   1 - SIDE DUCT MOUNTING BRACKET
   1 - HARDWARE KIT
3. DIMENSIONS IN PARENTHESES
ARE IN INCHES.
4. ADJUSTABLE SUPPORT RAIL
   SPECIFICATIONS:
   RANGE: 615.9mm-663.6mm
          [24.25"-26.12"]

FOR USE WITH PANDUIT NET-ACCESS
SWITCH CABINTES (N** OR CN**)

PANDUIT PART NO. WEIGHT

DIRBB2007S21W 25.41 LBS
(11.53 kg)

SIDE DUCT
ASSEMBLY

INLET DUCT

ADJUSTABLE
BRACKETS

LEFT HAND
SIDE BRACKET

RIGHT HAND
SIDE BRACKET

LOWER
BRACKET

SIDE DUCT
MOUNTING
BRACKET

375.4

14.78

530.1

20.87

87.4

3.44

SUPPORT RAIL
SPAN

(REFERENCE
NOTE #4)
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1. VERTICAL BLANKING PANELS MUST BE USED WITH THIS PRODUCT
   TO PREVENT EXHAUST RECIRCULATION.

SIDE
DUCT

NET-ACCESS
SWITCH CABINET
(N*** OR CN***)

2 RU
INLET
DUCT

SUPPORT RAILS
ADJUST FROM

615.9mm [24.25"]
TO 663.6mm [26.12"]

DEPTH

VERTICAL
BLANKING

PANEL

REAR OF CABINET
(FACES HOT AISLE)

FRONT OF CABINET
(FACES COLD AISLE)
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NOTES:
  1. DUE TO PHYSICAL CONSTRAINTS POSED BY FRONT-TO-BACK
FRAME BEAMS ON THE LEGACY NET-ACCESS CABINET, THERE ARE
CERTAIN AREAS OF THE CABINET THAT THE DEVICE CANNOT BE
MOUNTED WHEN USED IN CONJUNCTION WITH THIS INLET DUCT.
  2. FOR NEW NET-ACCESS (N***) CABINTES,
THERE ARE NO DEVICE KEEP OUT AREAS. THE ONLY
RESTRICTION ON THE SWITCH PLACEMENT IS THAT 2 RU MUST
BE LEFT OPEN ABOVE THE SWITCH.

45 RU NET-ACCESS
CN*** CABINETS

(LEGACY)

42 RU NET-ACCESS
CN*** CABINETS

(LEGACY)
DEVICE

KEEP-OUT AREA
RU'S 44-45

DEVICE CAN BE
INSTALLED IN

RU'S 24-43

DEVICE
KEEP-OUT AREA

RU'S 22-23

DEVICE CAN BE
INSTALLED IN

RU'S 3-21

DEVICE
KEEP-OUT AREA

RU'S 1-2

DEVICE
KEEP-OUT AREA

RU'S 41-42

DEVICE
KEEP-OUT AREA

RU'S 1-2

DEVICE CAN BE
INSTALLED IN

RU'S 24-40
DEVICE

KEEP-OUT AREA
RU'S 22-23

DEVICE CAN BE
INSTALLED IN

RU'S 3-21


