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HD Flex Rear Cable Manager
Part Numbers: FLEX-CM12C, FLEX-CM18C

1. Install Panel to Rack Cable Management Fingers

FLEX-CM12C includes:

(1) Panel

(4) 12-position clips
FLEX-CM18C includes: (4) 18-position clips

(1) Panel

3RU Rear of Enclosure

Mount a minimum of 3RU 
spaces above the bottom 
of the lowest enclosure. 
Panel can feed up to 4RU 
of cables.

Reverse position if routing 
cables from below.

Install one side of the 
panel at a time. Panel 
clips will snap around 
the fingers to secure it 
in place. 

Alternate panel clip mounting 
locations (both sides). Panel 
clips can be relocated as needed.

Slots can be used for 3/4" Tak-Ty 
Hook & Loop Cable Ties.

Refer to step 4 for 
recommended cable 
routing.

For cables routing from above:

(lowest enclosure shown for clarity)

2. Install Cable Transitions to Clips

Clip

Cable transitions

Populate from the base 
of the clip, building 
outward as needed.
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3RU

Install clips in a staggered pattern as 
shown for optimum cable management 
in high density applications.

3. Install Clips to the Rear Cable Manager

Push both fastener 
plungers in to secure 
clips to the panel.

To remove a clip, pull 
fastener plungers out.

(Rack and cable management fingers removed from views for clarity.)

Ensure fastener 
plungers are 
pulled out on 
both sides.

4. Clip Configuration and Recommended Cable Routing


