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PANDUIT PART
NO. WEIGHT

DERLCC9513A 8.12 Kg/EA
17.92 LBS/EA

NOTES:
1. VISIT OUR ONLINE CATALOG
   AT WWW.PANDUIT.COM FOR A LIST
   OF CURRENT PARTS APPLICABLE
   FOR USE WITH THIS PRODUCT.
2. PRIMARY DIMENSIONS
   ARE METRIC (mm).
   DIMENSIONS IN PARENTHESES
   ARE IN INCHES (IN).
3. HIDDEN LINES REPRESENT SWITCH
4. PARTS SUPPLIED:
   1 - INNER FRAME
   1 - OUTER COVER
   2 - SLIDER PLATES
   1 - HORIZONTAL STIFFENER
   1 - REAR COVER
   1 - REAR COVER BRACKET
   1 - CORNER BRACKET
   1 - POWER DUCT
   1 - POWER DUCT BRACKET
   1 - HARDWARE KIT
5. INSTALLATION NOTE:
   FRONT TO BACK EQUIPMENT RAILS NEED
   TO BE 622.3 mm [24.5"] APART.
6. FOR USE WITH 1070mm DEEP N-STYLE
   CABINETS.
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PANDUIT N-TYPE EXHAUST DUCT
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FRONT OF SWITCH
(FACES COLD AISLE)

95.00
3.740

624.84
24.600

593.90
23.382

169.90
6.689

845.24
33.277

147.15
5.793
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REAR OF CABINET
(FACES HOT AISLE)

FRONT OF CABINET
(FACES COLD AISLE)

NOTE:
  FOR CABINETS ON CASTERS UNIT CAN NOT BE
  INSTALLED IN RU'S 1-3.

EQUIPMENT RAILS
SHOULD BE 622.3 mm

[24.5"] APART

POWER DUCT
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