SEE SHEET 2 FOR SPECIFICATIONS

6.0" CLOSED (152.4 mm)
17.5" OPEN (444.5 mm)

2.7" (68.6 mm)
25.0" (635.0 mm)
NOTES UNLESS OTHERWISE SPECIFIED:

PANDUIT TOOL NUMBER CT-930 14 TON HYDRAULIC CRIMP TOOL INSTALLS # 8 AWG THRU 750 MCM COPPER LUGS, SPLICES (# 6 THRU 600 MCM ALUMINUM), AND C-TYPE & H-TYPE TAPS

TOOL FEATURES:
AUDIBLE “CLICK” WHEN CYCLE IS COMPLETED
FAST DIE CHANGE OVER
ROTATABLE TOOL HEAD
TWO STAGE RAPID RAM ADVANCE (CONNECTORS CAN BE HELD IN DIE SET WHILE CONDUCTOR IS INSERTED)
RECALIBRATION CAPABILITY FOR QUALITY CONTROL PROGRAMS
CARRYING / STORAGE CASE
WHITE FIBERGLASS HANDLES WITH BLACK RUBBER GRIPS

TOOL WEIGHT = 16.5 LBS / 36.4 Kg

DO NOT USE TOOL ON LIVE CIRCUITS