Floor Guard

**Specifications**

Floor guard shall be designed to route cables over carpet, concrete, or tile to prevent accidental tripping. Cables shall route through the underside of the product. The flexible PVC material shall be easy to cut to specific/desired lengths for various applications.

**Technical Information**

- **Material:** Flexible PVC
- **Compliance:** RoHS compliant
- **Temperature Standards:** Acrylic adhesive backing can withstand temperature extremes of -20°F to 180°F (-29°C to 82°C)

**Key Features and Benefits**

- **Comprehensive Offering:** Available in convenient 5’ strips and 25’ and 50’ rolls to accommodate various needs; available in a variety of colors to coordinate with any environment and improve aesthetics – Electric Ivory (EI), Black (BL), Brown (BR), Safety Yellow (YL)
- **PVC Material:** Durable, yet flexible; can easily be cut to specific lengths
- **One-piece Extruded Design:** Allows for quick and easy installation; flat profile for unobtrusive appearance
- **Includes Roll of Acrylic Adhesive Backing:** Application of the acrylic adhesive allows floor guard to be applied securely, improving safety

**Applications**

Recommended for any area in which there is a tripping hazard, Panduit floor guard is a useful and safe choice for gymnasiums or production floors. With its one-piece extruded design, it's suitable for hallways and any high-traffic areas. Floor guard also offers a convenient solution for open-space wiring of workstations in away-from-wall locations.
## Floor Guard

**Part Number**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Part Description</th>
<th>Cable Capacity</th>
<th>Wire Slot Size</th>
<th>Length</th>
<th>Std. Pkg. Qty.</th>
<th>Std. Ctn. Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>FG1EI5.0-A*</td>
<td>Flexible vinyl material used to route cabling over carpet, tile, and concrete. Product available in 5’ strips.</td>
<td>Cat. 6A (0.240)</td>
<td>0.25 x 0.17</td>
<td>6.4 x 4.3</td>
<td>5</td>
<td>30</td>
</tr>
<tr>
<td>FG1EI50.0-A*</td>
<td>Flexible vinyl material used to route cabling over carpet, tile, and concrete. Product available in 50’ rolls.</td>
<td></td>
<td>0.25 x 0.17</td>
<td>6.4 x 4.3</td>
<td>50</td>
<td>0</td>
</tr>
<tr>
<td>FG3EI5.0-A*</td>
<td>Flexible vinyl material used to route cabling over carpet, tile, and concrete. Product available in 5’ strips.</td>
<td></td>
<td>0.25 x 0.17</td>
<td>6.4 x 4.3</td>
<td>5</td>
<td>30</td>
</tr>
<tr>
<td>FG3EI50.0-A*</td>
<td>Flexible vinyl material used to route cabling over carpet, tile, and concrete. Product available in 50’ rolls.</td>
<td></td>
<td>0.25 x 0.17</td>
<td>6.4 x 4.3</td>
<td>50</td>
<td>0</td>
</tr>
<tr>
<td>FG5EI5.0-A*</td>
<td>Flexible vinyl material used to route cabling over carpet, tile, and concrete. Product available in 5’ strips.</td>
<td></td>
<td>0.25 x 0.17</td>
<td>6.4 x 4.3</td>
<td>5</td>
<td>30</td>
</tr>
<tr>
<td>FG5EI25.0-A*</td>
<td>Flexible vinyl material used to route cabling over carpet, tile, and concrete. Product available in 25’ rolls.</td>
<td></td>
<td>0.25 x 0.17</td>
<td>6.4 x 4.3</td>
<td>25</td>
<td>25</td>
</tr>
</tbody>
</table>

*For other colors, replace EI (Electric Ivory) with BL (Black), BR (Brown), or YL (Safety Yellow).

‡Standard package quantity and standard carton quantity listed in feet.

The above cable diameters represent the nominal Panduit cable diameter per performance level. For specific cable fill information based on specific part numbers, contact customer service.

**Dimensions**

- FG1**5.0-A through FG1**50.0-A
  - 0.12 [3.2]
  - 0.17 [4.3]
  - 0.25 [6.4]

- FG1**5.0-A through FG1**50.0-A
  - 0.12 [3.2]
  - 0.17 [4.3]
  - 0.25 [6.4]

- FG5**5.0-A through FG5**25.0-A
  - 0.78 [19.8]
  - 1.00 [25.4]
  - 2.00 [50.8]

- ADHESIVE BACKING (applied by customer)

**For more information**

Visit us at www.panduit.com
Contact Customer Service by email: cs@panduit.com
or by phone: 800.777.3300

©2013 Panduit Corp.
ALL RIGHTS RESERVED.
SRSP23-WW-ENG
Replaces WW-SRSP20
10/2013