
3

TX6A-SD™ 10Gig™ UTP Copper Cabling System with MaTriX Technology

©2012 Panduit Corp.
ALL RIGHTS RESERVED.

Printed in the U.S.A.
Product Bulletin Number COCB07--SA-ENG

Replaces SA-COCB32
12/2012

WORLDWIDE SUBSIDIARIES AND SALES OFFICES

For a copy of Panduit product warranties, log on to www.panduit.com/warranty

PANDUIT CANADA
Markham, Ontario
cs-cdn@panduit.com
Phone: 800.777.3300

PANDUIT EUROPE LTD.
London, UK
cs-emea@panduit.com
Phone: 44.20.8601.7200

PANDUIT JAPAN
Tokyo, Japan
cs-japan@panduit.com
Phone: 81.3.6863.6000

PANDUIT SINGAPORE PTE. LTD.
Republic of Singapore
cs-ap@panduit.com
Phone: 65.6305.7575

PANDUIT AUSTRALIA PTY. LTD.
Victoria, Australia
cs-aus@panduit.com
Phone: 61.3.9794.9020

PANDUIT LATIN AMERICA
Guadalajara, Mexico
cs-la@panduit.com
Phone: 52.33.3777.6000

Contact Customer Service by email: cs@panduit.com
or by phone: 800.777.3300

Visit us at www.panduit.com
For more information

TX6A-SD™ 10Gig™ UTP Copper Cabling System with MaTriX Technology

www.panduit .com

Benefits of a Small Diameter 
Category 6A Copper Cabling System
The Panduit TX6A-SD™ 10Gig™ UTP Copper Cabling System with MaTriX Technology is a cost effective, 
small diameter Category 6A UTP cabling system that is fully compliant up to 70 meters (230 feet). This 
high performance cabling system is comprised of unshielded twisted pair horizontal cable and patchcords 
which utilize 26 AWG copper conductors and patent pending MaTriX Technology to suppress alien crosstalk.
MaTriX Technology in the cable, combined with the split foil MaTriX Technology and advanced connector compensation
techniques in the TX6A™ 10Gig™ UTP Jack Modules result in guaranteed headroom margin well above industry
standard requirements. The resulting channel performance eliminates the time and cost associated with cumbersome
alien crosstalk field testing, providing an optimized alternative for deploying 10GBASE-T channel links up to 70 meters.

K e y  F e a t u r e s B e n e f i t s
Risk Mitigation Advanced connectivity and cable design provide significant headroom 

margin above Category 6A and Class EA standards, eliminating the time and
cost associated with alien crosstalk field testing.

Agility and Flexibility Scalable and modular system provides clear migration path to next generation
application demands. Supports a wide range of data center architectures and
applications and allows bundling and co-mingling with other copper 
category cables.

Reduced CapEx Maximizes real estate utilization through high-density physical infrastructure
solutions combined with leading data center reference architectures. Also
available in pre-terminated solutions, reducing installation time by up to 75%.

Brownfield Installation – The small diameter allows for seamless migration
from 1000BASE-T to 10GBASE-T applications through utilization of existing 
pathways and cable managers installed for Category 6 or 5e cabling systems.

Greenfield Installation – Maximizes real estate utilization through high-density
physical infrastructure solutions combined with leading data center 
reference architectures.

Reduced OpEx Improves energy efficiency through better airflow management due to smaller,
effectively shaped cabling.

About 26 AWG Category 6A Cabling
Most Category 6A cabling utilizes 23 AWG copper conductors in the cable. Industry standard ANSI/TIA-568-C.2
generically specifies 22 – 24 AWG horizontal cable with 26 AWG patch cable. The primary difference between smaller
and larger wire gauges is signal attenuation: the attenuation of a 26 AWG cable at 70 meters is similar to that of 
23 AWG cable at 100 meters, with all electrical parameters of a Category 6A component and channel requirements
being met. A 26 AWG system significantly reduces the diameter of the cable (54% smaller area than allowed by
industry standards) and results in a cabling system that is easier to install and manage with all electrical parameters
of a Category 6A component and channel requirements being met. With less copper, the 26 AWG cabling system
becomes a cost effective option, and with the MaTriX Technology it provides a high performance Category 6A 
cabling system.

MaTriX Technology
The patent pending MaTriX Technology embedded in the
TX6A-SD™ 10Gig™ Cabling System is constructed of
discontinuous metallic elements that provide a very high
degree of alien crosstalk suppression. This UTP cabling
system rivals the performance of a shielded system without the
need for bonding and grounding and eliminates the concern for
shield current flow arising from ground potential differences.

TX6A-SD™ 10Gig™ UTP Copper Cable 
• Exceeds electrical and alien crosstalk requirements of

ANSI/TIA-568-C.2 Category 6A, IEEE 802.3an-2006, and ISO
11801 Class EA channel standards up to 70 meters (229 feet)

• Meets requirements of IEEE 802.3af and 802.3at for 
PoE applications

• Cable diameter 0.240 in. (6.1mm) nominal
• Operating temperature range: -4°F to 167°F (-20°C to 75°C)

*Available in standard colors BU (Blue), WH (White), IG (International Gray) or YL (Yellow).
1Substitute PUR6ASD04*-UG for alternative manufacturing location.
+Available in standard colors BU (Blue) or WH (White).

Part Number Part Description
Flame
Rating

PUP6ASD04*-UG Category 6A, plenum (CMP), 4-pair, UTP copper cable. Copper conductors are
26 AWG with FEP insulation. Conductors are twisted in pairs, separated by an
integrated pair divider, surrounded by a patent-pending matrix tape, and
protected by a flame-retardant PVC jacket.

CMP

PUR6ASD04*-CG1 Category 6A, riser (CMR), 4-pair, UTP copper cable. Copper conductors are 26
AWG with flame retardant PVC insulation. Conductors are twisted in pairs,
separated by an integrated pair divider, surrounded by a patent-pending matrix
tape, and protected by a low smoke, flame-retardant PVC jacket.

CMR

PUC6ASD04+-EG Category 6A, (CM), 4-pair, UTP copper cable. Copper conductors are 26 AWG.
Conductors are twisted in pairs, separated by an integrated pair divider,
surrounded by a patent-pending matrix tape, and protected by a 
flame-retardant PVC jacket.

CM

PUL6ASD04+-EG Category 6A, low smoke zero halogen (LSZH), 4-pair, UTP copper cable. Copper
conductors are 26 AWG with HDPE insulation. Conductors are twisted in pairs,
separated by an integrated pair divider, surrounded by a patent-pending matrix
tape, and protected by a LSZH flame-retardant PVC jacket.

LSZH

• Exceed requirements of ANSI/TIA-568-C.2 Category 6A, IEEE
802.3an-2006, and ISO 11801 Class EA channel standards

• Meet requirements of IEEE 802.af and IEEE 802.3at for 
PoE and PoE+ applications

• MaTriX Technology provides superior suppression of both
PSANEXT and PSAACR-F and improves the installation 
flexibility by allowing cable combing in existing pathways 
without compromising performance

• Each patch cord is 100% performance tested and wired 
to T568B

• Plug uses an integral pair manager to optimize performance
and consistency by reducing untwisting of conductors within
the plug

• Labels on patch cords provide identification of performance
level, length, and quality control number

• Patented tangle-free latch prevents snags and provides easy
release, saving time on frequent moves, adds, and changes

• Optional patch cord color bands snap on and off individual
patch cables offering a variety of color-coding options

• Optional RJ45 plug lock-in device blocks unauthorized
removal of cable, IP phone, other networking equipment or
critical connection

TX6A-SD™ 10Gig™ UTP Patch Cords

^For lengths 3 to 20 feet (one foot increments) and 25, 30, 35, 40 feet add desired length. For standard cable colors other than
Off White, add suffix BL (Black), BU (Blue), RD (Red), YL (Yellow), GR (Green) OR (Orange) or VL (Violet) to end of part 
number. For example, the part number for a blue, 5 foot, CM patch cord is UTP6ASD5BU.
^^For lengths 3 to 20 feet (one foot increments) and 25, 30, 35, 40 feet add desired length. For meter lengths 1, 2, 2.5, 3 or 5,
add desired length and M to part number. For standard cable colors other than Off White, add suffix BL (Black), BU (Blue), 
RD (Red), YL (Yellow), GR (Green) OR (Orange) or VL (Violet) to end of part number. For example, the part number for a blue,
5 meter, LSZH patch cord is UTP6ASDL5MBU.

Part Number Part Description
Flame
Rating

UTP6ASD^ Category 6A (SD), 10 Gb/s UTP patch cord with TX6A™ 10Gig™ Modular Plugs
on each end.

CM
UTP6ASDL^̂ LSZH

Mini-Com® TX6A™ 10Gig™ UTP Jack Modules
• Exceed requirements of ANSI/TIA-568-C.2 Category 6A,

IEEE 802.3an-2006, and ISO 11801 Class EA

channel standards
• Exceed ANSI/TIA-568-C.2 Category 6A and IEC 61156-5

Category 6A component standards
• Meet requirements of IEEE 802.af and IEEE 802.3at 

for PoE and PoE+ applications
• Each jack is 100% tested to ensure NEXT and RL 

performance and is individually serialized for traceability
• Utilize patent-pending enhanced Giga-TX™ Technology 

for jack terminations which optimizes performance by
maintaining cable pair geometry and eliminating 
conductor untwist

• No punchdown tool required; termination tool (EGJT) 
ensures conductors are fully terminated by utilizing a
smooth forward motion without impact on critical 
internal components for maximum reliability

• Terminate 4-pair, 22 – 26 AWG, 100 ohm, solid or 
stranded twisted pair cable

• Universal termination cap is color-coded for T568A 
and T568B wiring schemes

**Available in standard colors IW (Off White), EI (Electric Ivory), WH (White), AW (Arctic White), IG (International Gray), 
BL (Black), BU (Blue), RD (Red), YL (Yellow), GR (Green), OR (Orange) and VL (Violet).

Part Number Part Description
CJ6X88TG** Category 6A, RJ45, 10 Gb/s, 8-position, 8-wire universal module.

CJD6X88TG** Shuttered Category 6A, RJ45, 10 Gb/s, 8-position, 8-wire universal module.

Mini-Com® High Density Modular Patch Panels 
• Accept Mini-Com® Jack Modules, which snap in and out

for easy moves, adds, and changes
• Conserve valuable rack space
• Pre-printed numbers above each port for 

easy identification

• Mount to standard EIA 19" racks or 23" racks with 
optional extender brackets

• Angled patch panels facilitate proper bend radius control 
and minimize the need for horizontal cable managers

CPPA48HDWBLY

Part Number Part Description

Std.
Pkg.
Qty.

Angled High Density Modular Patch Panels
CPPA48HDWBLY 48-port angled high density patch panel supplied with rear 

mounted faceplates.
1

CPPA72FMWBLY 72-port angled high density flush mount patch panel supplied
with rear mounted faceplates.

2

CPPA48HDEWBL 48-port high density angled patch panel with enhanced labeling
features and compatibility with Panduit hand-held printers.

1

CPPA48HDVNSWBL 48-port high density angled patch panel with vertical
numbering sequence from top to bottom across panel.

1

Flat High Density Modular Patch Panels
CPP48HDWBLY 48-port high density patch panel supplied with rear

mounted faceplates.
1

CPP72FMWBLY 72-port high density flush mount patch panel supplied with rear
mounted faceplates.

2

CPP48HDEWBL 48-port high density patch panel with enhanced labeling
features and compatibility with Panduit hand-held printers.

1

CPP48HDVNSWBL 48-port high density patch panel with vertical numbering
sequence from top to bottom across panel.

1

CPP48HDWBLY












