### Notes:

1. **Used For:**
   - 14-10 AWG [2.5-6.0 mm²] SOILD OR STRANDED COPPER WIRE
   - 302°F [150°C] MAX. TEMP. RATING

2. **Installation Tools:**
   - A. UL LISTED AND CSA CERTIFIED:
     - CT-100A, CT-200, CT-600-A (CT-570CH)
     - CT-1570, CT-1701, CT-2500 (CT-2570CH)
   - B. PANDUIT APPROVED: CT-160, CT-260

3. **Wire Strip Length:** 9/32” .03 [7.1 .8]

4. **Material:**
   - A. STAMPING: .04” [1.0] THK COPPER, TIN PLATED

5. **See www.panduit.com For Package Quantities Indicated By Part Number Suffix**

6. **Dimensions in Brackets are Metric Equivalent**

---

### Ring Terminals, Non-Insulated, #12-10

**Title:** Customer Drawing

<table>
<thead>
<tr>
<th>Item Revision Name</th>
<th>Dataset File Name</th>
</tr>
</thead>
<tbody>
<tr>
<td>N41188BB/11</td>
<td>N41188BB_DC/11A</td>
</tr>
</tbody>
</table>

**Material:**

- UNLESS OTHERWISE SPECIFIED, DIMENIONAL TOLERANCES ARE: IN [1 mm]
  - ±.01 [.25]
  - ±.005 [.13]
  - ±.01 [.25]

**Drawing Number:**

- A41188

---

### Table: Stud Size and Dimensions

<table>
<thead>
<tr>
<th>Stud Size</th>
<th>Dimensions in. [mm]</th>
</tr>
</thead>
<tbody>
<tr>
<td>ENGLISH</td>
<td>METRIC</td>
</tr>
</tbody>
</table>

---

### Diagram:

- H DIA
- C RAD
- STAMPING
- BRAZED SEAM
- SERRATED BARREL
- BEVELED EDGE

---

**Description**

- CORRECTED NOTE 1 WAS 12-10 AWG [4.0-6.0 mm²]
- REVISED NOTE #6A, REVISED INSTALLATION TOOLS NOTE.

**ECN:** A41188

**Date:** 08.30.12

**Check:** LCA

---

**Certified**

- LR31212

---

**Listed**

- S87H
- ES2164

---

**Size:** A

---

**Drawing Number:**

- A41188

---

**Drawn By:** JEH

**Notes:**

- DIMENSIONAL TOLERANCES ARE: IN [1 mm]
  - ±.01 [.25]
  - ±.005 [.13]
  - ±.01 [.25]

---

**Third Angle Projection**