NOTES:

1. See current catalog for various applications with this wiring system.
2. The high density patch panel is designed for mounting to 19" universal racks.
3. Package Contents:
   - 1-24 Port stamping
   - Screw kit (includes four #12-24 screws and 4 lock washers)
   - Removal tool (CPT)
4. Patch panels accept snap-in Mini-com modules.
5. Dimensions in [ ] are in metric.

<table>
<thead>
<tr>
<th>PANDUIT P/N</th>
<th>WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>CP24BLY</td>
<td>3.91 lb/10 pcs (1773.5 g/10 pcs)</td>
</tr>
<tr>
<td>CP24WH</td>
<td>3.91 lb/10 pcs (1773.5 g/10 pcs)</td>
</tr>
</tbody>
</table>

Writing labels on black panel only.

Ports labeled individually 1-24 on white parts.

---

**PART NUMBER:** CP24BLY/CP24WH

**TITLE:** MINI-COM 24 PORT ALL METAL MODULAR PATCH PANEL

**CUSTOMER DRAWING**

**MATERIAL:** STAINLESS STEEL

**DRAWN BY:** JSP
**DATE:** 4-26-06
**CHECKED BY:** MJD
**SCALE:** NONE

**REV:** 3 1-30-20 BAME MMR  D. ADDED P/N CP24WH AND PRINTING NOTES
   C. REMOVED M6 SCREWS
**DATE:** 3-11-14 SCAL  B. REVISED DRAWING TITLE BLOCK
**DATE:** 6-18-08 JSP MJD  A. ADDED GROUNDING STUD CALL OUTS.
**DATE:** 4-26-06 JSP MJD  RELEASED TO PRODUCTION

**ECN:** 02479-061