
THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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REV DATE BY CHK APR DESCRIPTION ECN

PART NUMBER

WH10SS-C
TITLE

SOLAR WIRE HANGER

CUSTOMER DRAWING
ITEM REVISION NAME

00988EBB/02
DATASET FILE NAME

00988EBB-02-dwg1

THIRD ANGLE
PROJECTION

MATERIAL DRAWING NUMBER

304 STAINLESS STEEL 00988EBB-DC
DRAWN BY DATE CHK SCALE SIZE

LAH 01/07/22 ALP NONE SHEET 1 OF 1 A

NOTES:
1. MATERIAL: 1.8MM  304 STAINLESS STEEL
2. cULus LISTED to UL1565 UNDER FILE E136577.
3. SIZED TO ACCOMMODATE A PRE-DRILLED
   HOLE IN THE SOLAR FRAME.
4  UNLESS OTHERWISE SPECIFIED: TOLERANCES:
   .X+/- , .XX=/-.04 [1.0]
5. CLOSED CHANNEL PROVIDES 1" (25.4mm)
   BUNDLE CAPACITY (EASILY ACCOMMODATES
   QUANTITY EIGHT 8-GAGE PV WIRE)
6. NO INSTALLATION TOOL REQUIRED.
7. WEIGHT 3.06 G. EACH
8. PACKAGING QTY 100 PER BAG.
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