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S P E C I F I C A T I O N  S H E E T

s p e c i f i c a t i o n s
Wall phone plate shall be made of stainless-
steel construction and shall include mounting 
studs positioned to mount standard wall mount 
telephones flush to the wall. Phone plate shall 
accept wall mountable phones with short patch 
cord connections to jack module. Faceplate shall 
be available empty or kitted with Category 5e or 
Category 6 Keystone punchdown style jack modules.

t e c h n i c a l  i n f o r m a t i o n
Packaging: Empty: Wall plate and two mounting screws 

Kit: Wall plate, mounting screws and keystone jack module
Category 5e: Exceeds channel requirements of ANSI/TIA-568-C.2 

Category 5e and ISO 11801 Class D standards at swept 
frequencies 1 to 100 MHz

Category 6: Exceeds channel requirements of ANSI/TIA-568-C.2 
Category 6 and ISO 110801 Class E standards at swept 
frequencies 1 to 250 MHz

Material: 20 AWG 430 stainless steel construction

k e y  f e a t u r e s  a n d  b e n e f i t s
110 Style termination Utilizes industry standard termination style and includes 

wire retention cap
Modules are 
individually serialized

Marked with quality control number for future traceability

Keystone opening Empty faceplate will accept standard keystone modules

a p p l i c a t i o n s
Wall phone plate accepts standard wall mount phones that use short patch cord 
connections to the module located on the faceplate. Design allows phones to 
mount flush to the wall. Phone plate is available kitted with Keystone Category 5e or 
Keystone Category 6 jack module as well as empty for those who need Category 6A 
performance where NK6X88MBL module is recommended.

Wall Phone Plates
Empty phone 
plate:

 
KWPY

Category 5e 
phone kit:

 
KWPK5E

Category 6 
phone kit:

 
KWPK6

Keystone Jack Modules
Category 6A: NK6X88MBL

Category 6: NK688MBL

Category 5e: NKP5E88MBL
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Dimensions are in inches. [Dimensions in brackets are metric].
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For a copy of Panduit product warranties, log on to www.panduit.com/warranty 
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Visit us at www.panduit.com 
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