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NOTES:
 1. VISIT OUR ON-LINE CATALOG AT
    WWW.PANDUIT.COM FOR A LIST OF
    CURRENT PARTS APPLICABLE FOR
    USE WITH THIS PRODUCT.
 2. FACTORY SETTINGS:
    ALL DEPTHS:
    FRONT FACE OF FRONT E-RAILS ARE: 64.0mm 2.0mm /
    [2.52in 0.08in] FROM FRONT FACE OF FRAME.
    FRONT FACE OF REAR E-RAILS ARE: 742mm 2.0mm /
    [29.2in 0.08in] FROM FRONT FACE OF FRONT E-RAILS.
 3. FOR REAR E-RAIL ADJUSTMENTS
    SEE TABLE ON SHEET 6
 4. CAN BE USED WITH ANY 19" EIA
    STANDARD COMPONENT IN ADDITION TO ALL
    PANDUIT HORIZONTAL CABLE MANAGEMENT
    AND PATCH PANEL PRODUCTS
 5. EIA UNIVERSAL STANDARD HOLE
    PROGRESSION ON EQUIPMENT RAILS
    15.88mm, 15.88mm, 12.70mm, 15.88mm,
    15.88mm, 12.7mm...ETC.
 6. RACK UNIT SPACING NUMERALS ARE CLEARLY
    PRINTED ON EQUIPMENT MOUNTING RAILS
 7. FRONT TO BACK BEAMS ARE NUMBERED
    AND INDEXED FOR E-RAIL LOCATIONS
 8. PARTS SUPPLIED:
    -FRAME
    -E-RAILS
    -TOP CAP
    -SIDE PANELS
    -SINGLE HINGED FRONT DOOR
    -SPLIT HINGED REAR DOOR
    -(1) SET OF PDU BRACKETS
    -(4) LEVELING LEGS
    -(4) CASTERS
 9. FULLY BONDED STRUCTURE WHEN ASSEMBLED
    PER INSTRUCTIONS
10. SINGLE POINT GROUND LOCATIONS AT TOP
    AND BOTTOM, BOTH FRONT AND BACK OF CABINET
11. STATIC LOAD RATING: 1588 Kg (3500 lbs)
12. ROLLING LOAD RATING: 454 Kg (1000 lbs)
13. PRIMARY DIMENSIONS ARE IN MILLIMETERS

600MM FLEXFUSIONTM

XGL CABINET

FRONT VIEW

600MM FLEXFUSIONTM

XGL CABINET

REAR VIEW
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1070 D 1070 [42.0]
1200 D 1220 [48.0]

TILE COVERAGE
DEPTH

FRONT DOOR
DEPTH

33 1.3

LEFT VIEW
SIDE PANEL

RIGHT VIEW
SIDE PANEL

FRONT VIEW
PERFORATED

SINGLE
HINGE DOOR

REAR VIEW
PERFORATED
SPLIT DOOR

HEIGHT
WITH

CASTERS*

42RU
2022

[79.6]

48RU
2289

[90.1]

1070 D 1104 [43.5]
1200 D 1254 [49.4]

RIGID
FRONT

CASTERS

SWIVEL
REAR
CASTERS

597

23.5

*HEIGHT WITH CASTERS REMOVED IS 24mm (0.94) LESS
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FRONT600MM WIDE CABINET
FRONT DOOR, REAR DOOR

AND SIDE PANELS NOT SHOWN

REAR

FRONT

RACK UNITS ARE
NUMBERED AND

INDEXED FOR
INDENTIFICATION

(2) ADJUSTABLE FRONT
EQUIPMENT RAILS

SEE SHEET 6 FOR
DEFAULT SETTINGS

AND ADJUSTABILITY
RANGE TABLE

(2) ADJUSTABLE REAR
EQUIPMENT RAILS
SEE SHEET 6 FOR
DEFAULT SETTINGS
AND ADJUSTABILITY
RANGE TABLE

TOP VIEW

REAR

1070 - 993 [39]
1200 - 1143 [45]

2X 180

7.1

(9) LOCATIONS
TAPPED FOR M10

THREADED ROD

(1) 165mm X 165mm
[6.5in][6.5in]
KNOCKOUTS FOR PDU
POWER CORDS
COMPATIBLE
W/COOL BOOT
P/N: CTGN6X6

(4) 91mm X 398mm
[3.6in][15.7in]
CABLE OPENINGS
WITH BRUSHES

118

4.6
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PDU BRACKET DETAIL

FRONT

RIGHT SIDE VIEW

1556

61.2

42RU - 185 [ 7.3]
48RU - 452 [17.8]

SEE DETAIL
PDU BRACKETS

DETAIL
PDU BRACKETS

PDU
MOUNTING

SURFACE

REAR FACE
OF E-RAILTOP VIEW

220 8.6

SEE PDU
BRACKET
DETAIL

26

1.0

(1) SET OF PDU
BRACKETS SHOWN

IN FACTORY
POSITION CAN BE

INSTALLED ON
LEFT OR RIGHT SIDE

47 1.8
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DESCRIPTION DIM "A" DIM "B" DIM "C" DIM "D" DIM "E" DIM "F"

LEVELING LEGS FLOOR MOUNT FLOOR OPENING

FLEX FUSIONTM LIMITED 600mm WIDE X 1070mm DEEP 462 (18.2) 1010 (39.8) 390 (15.4) 744 (29.3) 792 (31.2) 553 (21.2)

FLEX FUSIONTM LIMITED 600mm WIDE X 1200mm DEEP 462 (18.2) 1160 (45.7) 390 (15.4) 894 (35.2) 942 (37.1) 553 (21.2)

FLOOR MOUNTING HOLE
LOCATIONS - SOME PARTS
REMOVED FOR CLARITY

DIM "E"
FLOOR

OPENING

DIM "B"
LEVELING

LEGS

17 .7
DIM "A"
LEVELING LEGS2X 67 2.6

DIM "C"
FLOOR MOUNT2X 103 4.1

DIM "F"
FLOOR
OPENING

DIM "D" 10 [.4]
FLOOR MOUNT

2X

FLOOR MOUNT

151 5.9

1045
[41.1]

1195
[47.0]

FRAME
LENGTH

4X

WIDE SLOT

13 .5 DIA
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FRONT AND REAR E-RAIL POSITION RANGE

WIDTH DEPTH
FRONT OF FRAME TO

FRONT RAIL
FRONT TO REAR RAIL SPAN

600 1070 64mm (2.5") 154mm TO 915mm / (6.1" TO 36.0")

600 1200 64mm (2.5") 154mm TO 1065mm / (6.1" TO 42.0")

NOTE: MAXIMUM E-RAIL SPAN ONLY POSSIBLE IF NO
PDU BRACKETS ARE INSTALLED

PART NO. DESCRIPTION CABINET WEIGHT FULLY
UNPACKAGED

CABINET WEIGHT
SHIPPING WEIGHT

XGL64212* FLEXFUSIONTM LIMITED CABINET 
600mm X 42RU X 1070mm DEEP W/SIDE PANELS

123 Kg/EACH
271 LBS/EACH

136 Kg/EACH
300 LBS/EACH

XGL64812* FLEXFUSIONTM LIMITED CABINET 
600mm X 48RU X 1070mm DEEP W/SIDE PANELS

136 Kg/EACH
300 LBS/EACH

148 Kg/EACH
326 LBS/EACH

XGL64222* FLEXFUSIONTM LIMITED CABINET 
600mm X 42RU X 1200mm DEEP W/SIDE PANELS

131 Kg/EACH
289 LBS/EACH

143 Kg/EACH
315 LBS/EACH

XGL64822* FLEXFUSIONTM LIMITED CABINET 
600mm X 48RU X 1200mm DEEP W/SIDE PANELS

146 Kg/EACH
322 LBS/EACH

158 Kg/EACH
348 LBS/EACH

* DENOTES COLOR
"B" = BLACK
"W" = WHITE

ABOVE WEIGHTS ARE CABINET THAT INCLUDES ALL PARTS SUPPLIED
LISTED IN NOTE 8: FRAME, E-RAILS, TOP CAP, SIDE PANELS,

SINGLE HINGED FRONT DOOR, SPLIT HINGED REAR DOOR,
(1) SET OF PDU BRACKETS, (4) LEVELING LEGS, (4) CASTERS 


