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01A 7-24-23 JHNU JHNU MRWA B. ADDED RoHS COMPLIANT COLUMN
A. CONVERTED TO NX 133002

REV DATE BY CHK APR DESCRIPTION ECN

PART NUMBER

SEE TABLE
TITLE

GROUND CLAMP - GPC SERIES

CUSTOMER DRAWING
ITEM REVISION NAME

13J051AB/01
DATASET FILE NAME

13J051AB-JC/01A

THIRD ANGLE
PROJECTION

MATERIAL DRAWING NUMBER

SEE TABLE 13J051AB-JC
DRAWN BY DATE CHK SCALE SIZE

JHNU 9-13 SRBI NONE SHEET 1 OF 1 A

NOTES:

1. MATERIAL
   BODY:  BRONZE (GUN METAL)
   HARDWARE:  PHOS. BRONZE

2. CONNECTORS ARE cULus LISTED FOR GROUNDING,
   BONDING, AND DIRECT BURIAL APPLICATIONS.

3. DIMENSIONS IN BRACKETS ARE MILLIMETERS.

4. SEE WWW.PANDUIT.COM FOR PACKAGE
   QUANTITIES
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PANDUIT
PART

NUMBER
CONDUCTOR

RANGE
PIPE
SIZE

ROD
SIZE

RoHS
COMPLIANT

GPC22/0-38-X 4/0 SOL - 2/0 STR 3/8" 5/8"-3/4" N/A
GPC2250-38-X 2/0 SOL - 250 kcmil 3/8" 5/8"-3/4" NO

PANDUIT
PART

NUMBER

DIMENSIONS
IN - [MM]  0.2 [5.2]

B W H
GPC22/0-38-X 1.62 [41.1] 1.38 [34.9] 2.8 [71.1]
GPC2250-38-X 1.85 [47.0] 1.50 [38.1] 2.8 [71.1]


