FACTORY CRIMPED JUMPER WIRE ASSEMBLY INCLUDES:
LCC6-14JAW (QTY. 1)
ARMORED CABLE GROUNDING TERMINAL (QTY. 1)
#6 AWG/16mm SQ. WIRE - GREEN/YELLOW INSULATION, 24" (609.6)

#10 MECHANICAL CLAMP, 9/16" - 1-1/16" DIAMETER RANGE
#16 MECHANICAL CLAMP, 15/16" - 1-1/2" DIAMETER RANGE

BLACK POLYPROPYLENE COVER: CVR250
BLACK POLYPROPYLENE COVER: CVR500

#12-24 SLOTTED HEX-HEAD ZINC PLATED THREAD-FORMING SCREW
M6 SLOTTED HEX-HEAD ZINC PLATED THREAD-FORMING SCREW

COMPONENT DESCRIPTION | ACG24K | ACG24K-500 | ACG24KX-500
---|---|---|---
24" JUMPER ASSEMBLY | 1 | 1 | 1
#10 MECHANICAL CLAMP | 1 | 1 | N/A
#16 MECHANICAL CLAMP | N/A | N/A | 1
BLACK POLYPROPYLENE COVER - CVR250 | 1 | N/A | N/A
BLACK POLYPROPYLENE COVER - CVR500 | N/A | 1 | 1
#12-24 THREAD FORMING SCREW | 2 | 2 | 2
M6 THREAD FORMING SCREW | 2 | 2 | 2

NOTES:
1. KIT INCLUDES JUMPER WIRE ASSEMBLY, MECHANICAL CLAMP, THREAD-FORMING SCREWS, AND TERMINAL COVER.
2. FOR USE WITH UNJACKETED ARMOR CABLE, DIAMETER RANGE - .440" - 1.250".
3. DIMENSIONS IN PARENTHESIS ARE MILLIMETERS

UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE GIVEN IN INCHES, THIRD ANGLE PROJECTION

SCALE

DRAWING NO / CAD FILE

C41753_05