
*NOTES:
 1. SEE www.panduit.com FOR PART NUMBER
    SUFFIX DESIGNATION CONCERNING PACKAGE
    SIZE, PART MATERIAL AND PART COLOR.

 2. DIMENSIONS IN BRACKETS ARE METRIC [mm]
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PANDUIT
PART

NUMBER*

RECOMMENDED
MOUNT STUD

MINIMUM
INSTALLED

STUD
PROTRUSION

DIMENSION
"A"
REF

WEIGHT
lbs/100 pcs
(g)/100 pcs

FOR USE WITH THE
FOLLOWING

PANDUIT CABLE TIES

TMSTHS10 3/8" DIA M10

0.50
(12.7)

0.344
(8.7)

2.67
(1210)

MINIATURE
INTERMEDIATE

STANDARD
LIGHT HEAVY

HEAVY

TMSTHS11 7/16" DIA .387
(9.8)

2.64
(1200)

TMSTHS12 M12 0.433
(11.0)

2.60
(1180)

TMSTHS13 1/2" DIA 0.476
(12.1)

2.54
(1150)

TMSTHS16 5/8" DIA M16 0.610
(15.5)

2.39
(1090)

TMSTHS19 3/4" DIA 0.727
(18.5)

2.31
(1050)
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SECTION A-A

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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