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S P E C I F I C A T I O N S H E E T

Maximizes RU usage Brackets consume no additional RU space

Economical mounting option   Allows deep switches to be used on economical 2 post, 3-inch 
channel racks

Stable switch mount Brackets use both sides of the 3-inch channel for mounting stability

Bracket part numbers and R2P5010B         Cisco^ 5010
Cisco switches supported: R2P5020B         Cisco^ 5020, Cisco^ 5596

R2PN3KB       Cisco^ N2K, Cisco^ N3K
R2P5548B         Cisco^ 5548

Panduit rack compatibility: R2P, R2P96, R2P48, R2P79

Mounting hardware: Hardware is provided for secure attachment to 2 post racks and for 
bracket assembly

Material: 14 gage steel, black powder coating

k e y  f e a t u r e s  a n d  b e n e f i t s

a p p l i c a t i o n s

t e c h n i c a l  i n f o r m a t i o n

s p e c i f i c a t i o n s

The Cisco switch bracket can be used in applications
that require switch mounting in a conventional 2 post,
3-inch deep EIA compliant channel rack.

The brackets and the switches consume no more 
RU space on the rack than the switch alone.
Conventional vertical and horizontal cable
management can be used on the rack along 
with the brackets and the switches.

The brackets shall allow Cisco^ N2K, N3K, 5010, 5020, 5548,
and 5596 series switches to be mounted in a conventional 2
post, 3-inch deep channel rack. The brackets shall be made
of steel and consist of a 4-piece assembly for each switch to
be mounted in the 2 post, 3-inch channel rack. The brackets
shall take advantage of mounting locations on both sides of
the three inch channel rack to ensure a secure mount for 
the switches.

^Cisco is a registered trademark of Cisco Technology Inc.

Cisco 2 Post Rack Switch Brackets 

Cisco 2 Post Rack Switch Brackets

Cisco^ 5010 Switch
Bracket set: R2P5010B

Cisco^ 5020 and 5596 Switches
Bracket set: R2P5020B

Cisco^ N2K and N3K Switches
Bracket set: R2PN3KB

Cisco^ 5548 Switch 
Bracket set: R2P5548B

2 Post 3-Inch Channel Racks 
Numbered Up

19" wide #12 – 24
threaded rail 
52 RU: R2P96 

19" wide #12 – 24
threaded rail 
45 RU: R2P 

19" wide #12 – 24
threaded rail 
24 RU: R2P48 

19" wide #12 – 24
threaded rail 
42 RU: R2P79
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