
NOTES:
 1. IDENTIFICATION:
    PANMPO TO LC UNIBOOT HARNESS WITH 2mm UPJACKETED BREAKOUT ASSEMBLY.
 2. CABLE:
    A. REFERENCE PART NUMBER FOR CABLE/GLASS TYPE.
 3. TECHNICAL SPECIFICATIONS:
    A. REFER TO PART NUMBER FOR OVERALL LENGTH (WHERE M=METERS AND F=FEET).
 4. ALL MATERIALS AND COMPONENTS USED MEET THE MATERIAL RESTRICTIONS OF RoHS
    (EUROPEAN DIRECTIVE 2011/65/EC ON THE RESTRICTION OF HAZARDOUS SUBSTANCES)
    AS PROPOSED BY THE RoHS TECHNICAL ADAPTATION COMMITEE.
 5. DIMENSIONS IN BRACKETS ARE METRIC(mm).
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LC UNIBOOT
CONNECTORPAIR

LABELS

TRANSITION
JOINT

SERIALIZED LABEL
PANMPO

CONNECTOR

3.0mm JACKETED
ROUND

2.0mm UPJACKET

OVERALL LENGTH AS MEASURED BETWEEN FERRULE END FACES
REFERENCE P/N FOR TOTAL LENGTH

INNER HOUSING ARC CUTOUT ON
CONNECTOR SIDE IDENTIFIES LOCATION

OF FIBER POSITION 1

145mm

160mm

175mm

190mm

205mm

220mm

FIBER 1 IS LOCATED 
IN FIBER POSITION 1

PAIR 1 SHORTEST CONFIGURATION SHOWN
(FIBERS 1 AND 12 ARE REVERSED WHEN PAIR 1 IS LONGEST)

FIBER 12

FIBER 1
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FLAME COUNT   

S

103

F - STAGGERED PAIR 1 LONGEST BREAKOUT
G - STAGGERED PAIR 1 SHORTEST BREAKOUT

LENGTH

M - METERS
F - FEET

R

147

8 - 8 FIBERS
T - 12 FIBERS

L - LSZH
P - PLENUM OFNP

FLAME RATING

X - OM3
Z - OM4
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UNIT OF MEASURE

N
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