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02A 4-17-19 BJN DCS MMR RELEASED TO PRODUCTION 01383NAB-DC

REV DATE BY CHK APR DESCRIPTION ECN

PART NUMBER

SEE TABLE 1
TITLE

RECESSED RJ45 PLUG LOCK-IN W/ PROTECTED HOOD
ASSEMBLY

CUSTOMER DRAWING
ITEM REVISION NAME

01383NAB/02
DATASET FILE NAME

01383NAB_DC/02A

THIRD ANGLE
PROJECTION

MATERIAL DRAWING NUMBER

SEE NOTE 5 01383NAB-DC
DRAWN BY DATE CHK SCALE SIZE

BJN 4-17-19 DCS NONE SHEET 1 OF 1 A

NOTES:
1. VISIT OUR ON-LINE CATALOG AT WWW.PANDUIT.COM
   FOR A LIST OF CURRENT PARTS APPLICABLE FOR
   USE WITH THIS PRODUCT.
2. PART NUMBERS OF AVAILABLE PACKAGE TYPES ARE
   SHOWN IN TABLE 1.
3. COLOR OF THE RECESSED RJ45 PLUG LOCK-IN WITH
   PROTECTIVE HOOD ASSEMBLY IS INDICATED BY *
   IN THE PART NUMBER (EXAMPLE: PSL-DCPLRE-BL FOR
   BLACK RECESSED RJ45 PLUG LOCK-IN WITH PROTECTIVE
   HOOD ASSEMBLY). SEE WWW.PANDUIT.COM FOR
   AVAILABLE COLOR CODES.
4. SEE INSTALLATION INSTRUCTION FOR PROPER USE
   OF PRODUCT.
5. ASSEMBLED PRODUCT INCLUDES:
   A. RECESSED BODY W/ PROTECTIVE HOOD:
      POLYCARBONATE W/ UL94V-0 FLAME RATING
   B. INTERNAL LATCH: POLYCARBONATE W/ UL94V-0
      FLAME RATING
   C. LOCKING CAM: POLYCARBONATE W/ UL94V-0
      FLAME RATING
6. KEY MATERIAL: GLASS REINFORCED NYLON
7. DIMENSIONS IN [] ARE METRIC.
8. ALL MATERIALS AND COMPONENTS USED MEET THE
   LATEST RoHS REQUIREMENTS.
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TABLE 1: PACKAGE TYPE AND REMOVAL TOOL "KEY"

PART NUMBER PACKAGED QUANTITY
REMOVAL TOOL "KEY":

GMDCPL-KEY-BL

PSL-DCPLRE-* 10 ASSEMBLIES PER BAG
INCLUDED (1 PER BAG

OF 10 ASSEMBLIES)

PSL-DCPLRE-*-C
10 ASSEMBLIES PER BAG, 10 BAGS PER

CARTON, TOTAL OF 100 ASSEMBLIES PER CARTON
INCLUDED (5 PER
CARTON OF 100)


