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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND

[S NOT TO BE USED

(27 . 4]

IN ANY WAY DETRIMENTAL TO THE

INTERESTS OF PANDUIT CORP.

PANDUIT F/N WETGHT

6.195 LB/10 PCS

CRPAsHDVNSIEL (2/88.0 g/10 PCS)

NOTES:

l. SEE CURRENT CATALOG FOR VARIOUS
APPLICATIONS WITH THIS WIRING
SYSTEM.

2. THE HIGH DENSITY PATCH PANEL IS5

L.25 A DESIGNED FOR MOUNTING TO 197 =
[31.8] . UNITVERSAL RACKS. -
52 [43.7] 3. PACKAGE CONTENTS:
: (1) -48 PORT STAMPING
[15.9] (6) -8 POSITION FACEPLATE
AH JL (ASSEMBLED TO PANEL)
e — — ————— A@ (1) -SCREW KIT (INCLUDES FOUR
Lo L1 O I RO O s U O O #12-24 SCREWS)
y T 101 ] 4. DIMENSIONS IN [ 1 ARE IN METRIC.
I I
- 18.20 -
[462.3]
‘4 19,00 =‘ )
[482.6]
CPP48HDVNSWEBL
MINI-COM 48 FPORT HIGH DENSITY MODULAR
PATCH PANEL WITH VERTICAL NUMBERING A
SEQUENCE
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