NOTES:

1. TOOL-LESS BLANKING PANEL TO BE USED IN CEA 310-E COMPLIANT 19" RACKS OR CABINETS.

2. BEST IF INSTALLED UNDER THE FOLLOWING CONDITIONS:
   - DISTANCE BETWEEN RAILS: 17.75" - 17.88"
   - RAIL THICKNESS RANGE: .07" - .12"

3. INSTALL THE BLANKING PANEL BY ALIGNING THE LOCATING PINS WITH MOUNTING HOLES AND PUSHING IT TOWARDS THE MOUNTING RAILS. THERE IS NO NEED TO REMOVE GAGE NUTS ON THE CABINET BEFORE INSTALLING THE TOOL-LESS BLANKING PANEL.

4. VERIFY THAT THE PANEL IS CORRECTLY LOCATED IN A ONE RACK UNIT SPACE OF THE RACK OR CABINET. THE BACK FACE OF THE BLANKING PANELS MUST BE TOUCHING THE FACE OF THE RAILS.

5. REMOVE THE BLANKING PANEL FROM THE MOUNTING RAILS BY PULLING FROM THE HANDLES LOCATED ON EACH SIDE OF THE PANEL.

6. BLANKING PANELS CAN BE STACKED AS SHOWN FOR STORAGE.

7. SEE CURRENT PRICE SHEET FOR PART NUMBER SUFFIX DESIGNATION FOR PACKAGING SIZE AND PRODUCT COLOR.

PAN?IT CORP., TINLEY PARK, ILLINOIS

TOOL-LESS 1U BLANKING PANEL FOR SQUARE HOLES

UNLESS OTHERWISE SPECIFIED, DIMENSIONAL TOLERANCES ARE:
1.00: ±.10
1.0XX: ±.03 ANGLES: ±1°

SCALE

DRAWN BY

CR-MBA

DATE

11/09/10

BLACK ABS

UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE GIVEN IN INCHES, THREE ANGLE PROJECTION.

DRAWING NO. ENS

GB3634DA

GB3634DA

A