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NOTES:
1.  SEE CURRENT PRICE SHEET FOR PART NUMBER SUFFIX DESIGNATION 
    FOR PACKAGE SIZE AND PRODUCT COLOR.
2.   HOOK MATERIAL:        NYLON 6/6
     BOLT MATERIAL:        ZINC PLATED STEEL
     LOCK NUT MATERIAL:    ZINC PLATED STEEL
     CLAMP MATERIAL:       PLATED STEEL
3.  PRODUCT IS DESIGNED TO SUPPORT A MAXIMUM OF 2" (50.8)
    DIAMETER BUNDLE. MAXIMUM RECOMMENDED STATIC LOAD: 30 lbs.
4.  PRODUCT INCORPORATES FEATURES ALLOWING USER TO RETAIN CABLE
    BUNDLES IN J-PRO J-HOOK WITH TAK-TY CABLE TIES UP TO 3/4" WIDE.
5.  PRODUCT MARKINGS:
       cULus logo and statement:
      "SUITABLE FOR USE IN AIR HANDLING SPACES IN ACCORDANCE WITH 
       SECTION 300-22 (C) & (D) OF THE NATIONAL ELECTRIC CODE."
       ULC logo and statement:
      "IN ACCORDANCE WITH CAN/ULC S-102.2 IN SINGLE UNITS OR PAIRS,
       4 ft (1220mm) MIN. SPACING, FSR=0, SDC=20."
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GLZ

.88 [22.4] SQUARE
OR

1.13 TO 1.38 [28.7 TO 35.1]
DIAMETER


