
THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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NOTES:
1. VISIT OUR ON-LINE CATALOG AT WWW.PANDUIT.COM
   FOR A LIST OF CURRENT PARTS APPLICABLE FOR
   USE WITH THIS PRODUCT.
2. ALL MATERIALS AND COMPONENTS USED MEET THE
   MATERIAL RESTRICTIONS OF RoHS (EUROPEAN
   DIRECTIVE 2011/65/EU ON THE RESTRICTION OF
   HAZARDOUS SUBSTANCES) AS PROPOSED BY THE
   RoHS TECHNICAL ADAPTATION COMMITTEE.

01A 09-18-23 BARN JADE DJSL INITIAL RELEASE 135165 r00

REV DATE BY CHK APR DESCRIPTION ECN

PART NUMBER

SEE TABLE
TITLE

KITS: CABLE TIE MOUNT, EPOXY APPLIED

CUSTOMER DRAWING
ITEM REVISION NAME

03244NAB/01A
DATASET FILE NAME

03244NAB_DC/01A

THIRD ANGLE
PROJECTION

MATERIAL DRAWING NUMBER

NONE 03244NAB-DC
DRAWN BY DATE CHK SCALE SIZE

BARN 09-18-23 JADE NONE SHEET 1 OF 1 B

DESCRIPTION

PANDUIT FINISHED GOOD PART NUMBER

ITEM PANDUIT
PART NUMBER

EMSK3-1-3-0 EMSK3-1-XT0 EMSK12-4-12-XT0

1 EMS-A-*0
Cable Tie Mount, Epoxy
Applied, Weather Resistant
Black

3 3 12

2 EMA-* Epoxy Adhesive 1 1 4

3 PLT2S-*0
Cable Tie, 7.4L (188mm),
Standard, Weather Resistant,
Black

3 - 12

2

Component A (BLACK)

WOOD MIXER STICK

COMPONENT B (WHITE)
3

1

*PACKAGE SIZE TYPICALLY INCLUDED IN PART NUMBER WHEN ORDERED SEPARATELY

T
 KITS COME IN PACKS OF TEN


