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Title: TDP43ME Stop Position Instructions when using Windows 7

Purpose: To provide instruction on the changing the stop position in Windows 7 and Windows 10 when
using heat shrink or terminal block labels

Audience: Users of the Easy Mark Plus software, TDP43ME printer and printer repair staff

Procedure:

Heat shrink marker products can catch on the print head when the printer reverses the media to the top of form.

Follow the steps below to the set the stop position to 0.00 for Heat Shrink and terminal block only.

1. Go to “Devices and Printers”
2. Right click on the TDP43ME printer

See what's printing

Set as default printer
Printing preference

Printer properties
Create shortcut

Troubleshoot

Remove device

Properties

3. Go down and click on Printing Preferences
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4. Click on the Advanced Setup tab at the top of this page.

Eé.:l Panduit TDP43ME (Copy 2} Printing Preferences

(3]

Settings
Mo. Of Copies:

Speed:
Darkness:

Stocks:

Paper Format

Command Egate | O} mands I Impaort/Export settings | About
Options | Advanced Setup Dithering | Stocks I Barcode Fonts

17 -
| User defined

5. Click on the Other tab at the bottom right corner of this page.

i) Continuous

i@ Labels with gap
Media settings -

Paperfeed:

Gap length:

Black mark width:

Black mark offset:
Graphic type -

i@ Direct prirt
Cutter -

@ Mever

i Eveny

(7 Black mark label

(7 Store graphics

Advanced ™

Label(s)

= Only valid for use with Labeling Software

I Cther I
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6. At the “Stop position” change it to 0.00

Other

Printer options

@ Mone
(") Peel/Stip mode

Applicatar

Stop position:

orward paper:

Baclward paper:

7. Click Close and be sure to click Apply to save the change.

@ Mever Advanced =™

{7 Every [ Label(z)

= Only valid for use with Labeling Software

ok [ cancel ooy ][ Heb

8. Go into Easy Mark Plus, go to File and Print, be sure to choose the TDP43ME printer in the drop-down menu.
Now click on the Properties to the right of the printer name..

& Print - CO25X025KBT

Printer

MNarne | Panduit TDP43ME (Copy 2) [ Properties

Status Idle

Type Pandurt TDP43ME
Where COMIL:

Comment

Print range
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9. Click on the Advanced Setup tab at the top of this page.

=, Panduit TDP43ME (Copy 2) Printing Preferences [23e)

gooands I Import/Export settings | About

Dithering | Stocks I Barcode Forts

MNo. Of Copies:
Speed:

Darkness:

Stocks: | User defined

Paper Format

10. Click on the Other tab at the bottom of this page.

Black mark width:
Black mark offset:

Graphic type -
i@ Direct print (™) Store graphics
Cutter -

@ Mever Advanced =

) Every Label(z)

= Only valid for use with Labeling Software
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11. Make sure your “Stop position” here is showing 0.00, if not change it to show that.

Other
Printer options -

@ Mone
(") Peel/Stip mode
Applicator

I Stop posttion:

Forward paper:

Backward paper:

**** When using Heat Shrink or terminal block labels you want the Stop Position to say 0.00 so your labels will feed out
and stop at the correct place.

If you're using any other labels besides Heat Shrink or terminal block labels, then your stop position should be set to 0.62

If you have any questions or need further assistance, please call our Tech Support Hot Line at 866-871-4571.
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